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	When the IP phone places a call to 3001, what will occur?
Refer to the exhibits. Assume that all learned SAF routes are placed in the SAF_Pt partition. An IP phone CSS contains the following partitions in this order: Internal_Pt, SAF_Pt. When the IP phone places a call to 3001, what will occur?A . The call will succeed and will be placed via the SAF network. SAF-learned [&#8230;]
The post When the IP phone places a call to 3001, what will occur? appeared first on PdfPrep.com.
	Which two approaches reduce the call setup time from Cisco Unified Communications Manager to the third-party H.323 device?
You must integrate a third-party H.323 system with your existing Cisco Unified Communications Manager cluster. When you create an H.323 trunk from the cluster, calls from the cluster to the third-party H.323 system are failing. The vendor of the third-party H.323 device has confirmed that the H.323 call setup time must be reduced. Which two [&#8230;]
The post Which two approaches reduce the call setup time from Cisco Unified Communications Manager to the third-party H.323 device? appeared first on PdfPrep.com.
	What type of trace file is this considered to be?
Refer to Exhibit: What type of trace file is this considered to be?A . sdlB . dblC . dbnotifyD . calllogsE . sdi View Answer Answer: E Prev QuestionNext Question
The post What type of trace file is this considered to be? appeared first on PdfPrep.com.
	Based on the Cisco CallManager service trace, which action should you take to fix the issue?
Refer to the exhibit. Inbound calls via a SIP trunk to the Cisco IP phones that are registered on Cisco Unified Communications Manager are failing. Based on the Cisco CallManager service trace, which action should you take to fix the issue?A . Add xyz.com in the Organization Top Level Domain field on Cisco Unified Communications [&#8230;]
The post Based on the Cisco CallManager service trace, which action should you take to fix the issue? appeared first on PdfPrep.com.
	What protocol was used in this call?
Refer to Exhibit: What protocol was used in this call?B . 323C . SCCPD . MGCPE . SIP View Answer Answer: D Prev QuestionNext Question
The post What protocol was used in this call? appeared first on PdfPrep.com.
	A call from HQ Phone 1 with the extension of 2001 is dialing a SX20 that is registered to the VCS in BackBone (not shown). Determine if the call fails and if so, what are the two causes?
Refer to topology and Exhibits below: A call from HQ Phone 1 with the extension of 2001 is dialing a SX20 that is registered to the VCS in BackBone (not shown). Determine if the call fails and if so, what are the two causes? (Choose two.)A . The call succeedsB . The call failsC . [&#8230;]
The post A call from HQ Phone 1 with the extension of 2001 is dialing a SX20 that is registered to the VCS in BackBone (not shown). Determine if the call fails and if so, what are the two causes? appeared first on PdfPrep.com.
	What is causing this issue?
Endpoints are configured for both H.323 and SIP using the same URI and Cisco VCS settings, but the endpoints register only as H.323 endpoints. What is causing this issue?A . A firewall is blocking all traffic from the endpoints to the Cisco VCC . The Cisco VCS has no SIP domains configured.D . The Cisco [&#8230;]
The post What is causing this issue? appeared first on PdfPrep.com.
	What is a common reason that an IP Phone cannot get its configuration from Cisco Unified Communications Manager after it obtains the correct IP address information?
What is a common reason that an IP Phone cannot get its configuration from Cisco Unified Communications Manager after it obtains the correct IP address information?A . The DHCP scope is exhausted.B . The DHCP server is not reachable.C . The DHCP scope is on the wrong subnet.D . The DHCP scope has the incorrect [&#8230;]
The post What is a common reason that an IP Phone cannot get its configuration from Cisco Unified Communications Manager after it obtains the correct IP address information? appeared first on PdfPrep.com.
	Determine if the call fails and if so, what are the two causes?
Refer to topology and Exhibits below: A call from a SX20 in the BackBone (not shown) with a URI extension is dialing a HQ Ph 1 that is registered to the HQ CUCM. Determine if the call fails and if so, what are the two causes? (Choose two).A . The call succeeds.B . The call [&#8230;]
The post Determine if the call fails and if so, what are the two causes? appeared first on PdfPrep.com.
	When the command utils dbreplication status is executed on the Cisco Unified Communications Manager CLI, which step should be taken next to check the database replication status?
When the command utils dbreplication status is executed on the Cisco Unified Communications Manager CLI, which step should be taken next to check the database replication status?A . View the activelog file.B . Run the same command on all nodes of the cluster.C . Restart the Cisco CallManager service.D . The command utils dbreplication runtimestate [&#8230;]
The post When the command utils dbreplication status is executed on the Cisco Unified Communications Manager CLI, which step should be taken next to check the database replication status? appeared first on PdfPrep.com.

