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	Which changes resolve this issue?
Refer to the exhibit. A network administrator configured an IPv6 access list to allow TCP return frame only, but it is not working as expected. Which changes resolve this issue? Option A Option B Option C Option D A . Option AB . Option BC . Option CD . Option D View Answer Answer: C [&#8230;]
The post Which changes resolve this issue? appeared first on PdfPrep.com.
	Which action should the network administrator recommend for the probe to succeed?
Refer to the exhibit. A user has set up an IP SLA probe to test if a non SLA host web server on IP address 10.1.1.1 accepts HTTP sessions prior to deployment. The probe is falling. Which action should the network administrator recommend for the probe to succeed?A . Re-issue the ip sla schedule command.B [&#8230;]
The post Which action should the network administrator recommend for the probe to succeed? appeared first on PdfPrep.com.
	Which statement about IPv6RAGuardistrue?
Which statement about IPv6RAGuardistrue?A . It does not offer protection in environments where IPv6 traffic is tunneledB . It cannot be configured on a switchport interface in the ingress direction.C . Packets that are dropped byIPv6RA Guard cannot be spanned.D . It is not supported in hardware when TCAM is programmed View Answer Answer: A [&#8230;]
The post Which statement about IPv6RAGuardistrue? appeared first on PdfPrep.com.
	Which two actions restrict access to router R1 by SSH?
Refer to the exhibit. Which two actions restrict access to router R1 by SSH? (Choose two)A . Configure transport input ssh on line vty and remove sequence 30 from access list 100.B . Configure transport output ssh on line vty and remove sequence 20 from access list 100.C . Remove class-map ANY from service-policy CoPPD [&#8230;]
The post Which two actions restrict access to router R1 by SSH? appeared first on PdfPrep.com.
	Drag and drop the addresses from the left onto the correct IPv6 filter purposes on the right.
Drag and drop the addresses from the left onto the correct IPv6 filter purposes on the right. View Answer Answer: Explanation: HTTP and HTTPs run on TCP port 80 and 443, respectively and we have to remember them. Syslog runs on UDP port 514 while NTP runs on UDP port 123 so if we remember [&#8230;]
The post Drag and drop the addresses from the left onto the correct IPv6 filter purposes on the right. appeared first on PdfPrep.com.
	Which router configuration is needed to resolve this issue?
Refer to the exhibit. A client is concerned that passwords are visible when running this show archive log config all. Which router configuration is needed to resolve this issue?A . MASS-RTR(config-archive-log-cfg)#password encryption aesB . MASS-RTR(config)#aaa authentication arapC . MASS-RTR(config)#service password-encryptionD . MASS-RTR(config-archive-log-cfg)#hidekeys View Answer Answer: D Explanation: Prev QuestionNext Question
The post Which router configuration is needed to resolve this issue? appeared first on PdfPrep.com.
	Which action should be taken to resolve this issue?
An engineer needs dynamic routing between two routers and is unable to establish OSPF adjacency. The output of the show ip ospf neighbor command shows that the neighbor state is EXSTART/EXCHANGE. Which action should be taken to resolve this issue?A . match the passwordsB . match the hello timersC . match the MT UsD . [&#8230;]
The post Which action should be taken to resolve this issue? appeared first on PdfPrep.com.
	Which action resolves the issue?
Refer to the exhibit. An IPv6 network was newly deployed in the environment and the help desk reports that R3 cannot SSH to the R2s Loopback interface. Which action resolves the issue?A . Modify line 30 of the access list to permit instead of denyB . Modify line 10 of the access list to permit [&#8230;]
The post Which action resolves the issue? appeared first on PdfPrep.com.
	How does the administrator fix this issue?
Refer to the exhibit. A network administrator is using the DNA Assurance Dashboard panel to troubleshoot an OSPF adjacency that failed between Edge NYC interface GigabitEthernet1/3 with Neighbor Edge_SNJ. The administrator observes that the neighborship is stuck in extant state. How does the administrator fix this issue?A . Configure to match the OSPF interface unique [&#8230;]
The post How does the administrator fix this issue? appeared first on PdfPrep.com.
	forwarded?
What does IPv6 Source Guard utilize to determine if IPv6 source addresses should be forwarded?A . ACEB . ACLSC . DHCPD . Binding Table View Answer Answer: D Explanation: Prev QuestionNext Question
The post forwarded? appeared first on PdfPrep.com.

