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	Which QoS solution meets this requirement?
A customer is discussing QoS requirements with a network consultant. The customer has specified that endto-end path verification is a requirement. Which QoS solution meets this requirement?A . IntServ model with RSVP to support the traffic flowsB . DiffServ model with PHB to support the traffic flowsC . marking traffic at the access layer with [&#8230;]
The post Which QoS solution meets this requirement? appeared first on PdfPrep.com.
	What are two advantages of using DMVPN instead of IPsec tunnels to accomplish this task?
An engineer must design a VPN solution for a company that has multiple branches connecting to a main office. What are two advantages of using DMVPN instead of IPsec tunnels to accomplish this task? (Choose two.)A . support for AES 256-bit encryptionB . greater scalabilityC . support for anycast gatewayD . lower traffic overheadE . [&#8230;]
The post What are two advantages of using DMVPN instead of IPsec tunnels to accomplish this task? appeared first on PdfPrep.com.
	Which QoS architecture model meets these requirements?
An engineer must propose a QoS architecture model that allows an application to inform the network of its traffic profile and to request a particular type of service to support its bandwidth and delay requirements. The application requires consistent and dedicated bandwidth end to end. Which QoS architecture model meets these requirements?A . DiffServB . [&#8230;]
The post Which QoS architecture model meets these requirements? appeared first on PdfPrep.com.
	Which nonproprietary mechanism can be used to automate rendezvous point distribution in a large PIM domain?
Which nonproprietary mechanism can be used to automate rendezvous point distribution in a large PIM domain?A . Embedded RPB . BSRC . Auto-RPD . Static RP View Answer Answer: B Prev QuestionNext Question
The post Which nonproprietary mechanism can be used to automate rendezvous point distribution in a large PIM domain? appeared first on PdfPrep.com.
	What is the purpose of an edge node in an SD-Access network fabric?
What is the purpose of an edge node in an SD-Access network fabric?A . Edge nodes identify and authenticate endpoints and register endpoint information with control plane nodes.B . Edge nodes track endpoint IDs to location mappings, along with IPv4, IPv6, or MAC addresses.C . Edge nodes are the gateway between the fabric domain and [&#8230;]
The post What is the purpose of an edge node in an SD-Access network fabric? appeared first on PdfPrep.com.
	Which two BGP features will result in successful route exchanges between eBGP neighbors sharing the same AS number? (Choose two.)
Which two BGP features will result in successful route exchanges between eBGP neighbors sharing the same AS number? (Choose two.)A . advertise-best-externalB . bestpath as-path ignoreC . client-to-client reflectionD . as-overrideE . allow-as-in View Answer Answer: D,E Prev QuestionNext Question
The post Which two BGP features will result in successful route exchanges between eBGP neighbors sharing the same AS number? (Choose two.) appeared first on PdfPrep.com.
	How do endpoints inside an SD-Access network reach resources outside the fabric?
How do endpoints inside an SD-Access network reach resources outside the fabric?A . a VRF fusion router is used to map resources in one VN to another VNB . Fabric borders use VRFs to map VNs to VRFsC . SD-Access transit links are used to transport encapsulated traffic from one fabric to anotherD . A [&#8230;]
The post How do endpoints inside an SD-Access network reach resources outside the fabric? appeared first on PdfPrep.com.
	Which standards-based Spanning Tree technology supports this design solution?
An engineer is designing an enterprise campus network. The LAN infrastructure consists of switches from multiple vendors, and Spanning Tree must be used as a Layer 2 loop prevention mechanism. All configured VLANs must be grouped in two SIP instances. Which standards-based Spanning Tree technology supports this design solution?A . MSTPB . RSTPC . Rapid [&#8230;]
The post Which standards-based Spanning Tree technology supports this design solution? appeared first on PdfPrep.com.
	An engineer must design an addressing plan for a small business using a single /24 network. Each department must have its own subnet
DRAG DROP An engineer must design an addressing plan for a small business using a single /24 network. Each department must have its own subnet. Drag and drop the subnets from the left onto the departments requirements that they fulfill on the right. Not all options are used. View Answer Answer: Prev QuestionNext Question
The post An engineer must design an addressing plan for a small business using a single /24 network. Each department must have its own subnet appeared first on PdfPrep.com.
	Which function are fabric intermediate nodes responsible for in an SD-Access Architecture?
Which function are fabric intermediate nodes responsible for in an SD-Access Architecture?A . mapping EIDs to RLOCsB . encapsulating user traffic in a VXLAN header including the SGTC . registering new endpoints in the HTDBD . transporting IP packets between edge nodes and border nodes View Answer Answer: D Prev QuestionNext Question
The post Which function are fabric intermediate nodes responsible for in an SD-Access Architecture? appeared first on PdfPrep.com.

