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	Drag and drop the Cisco ACI filter entry options from the left onto the correct categories on the right indicating what are required or optional parameters
DRAG DROP Drag and drop the Cisco ACI filter entry options from the left onto the correct categories on the right indicating what are required or optional parameters. View Answer Answer: Explanation: Reference: https://www.cisco.com/c/en/us/td/docs/switches/datacenter/aci/apic/sw/1-x/Operating_ACI/guide/b_Cisco_Operating_ACI/b_Cisco_Operating_ACI_chapter_01000.html Next Question
The post Drag and drop the Cisco ACI filter entry options from the left onto the correct categories on the right indicating what are required or optional parameters appeared first on PdfPrep.com.
	Refer to the exhibit
DRAG DROP Refer to the exhibit. A Cisco ACI fabric is newly deployed, and the security team requires more visibility of all inter EPG traffic flows. All traffic in a VRF must be forwarded to an existing firewall pair. During failover, the standby firewall must continue to use the same IP and MAC as the [&#8230;]
The post Refer to the exhibit appeared first on PdfPrep.com.
	Where is the COOP database located?
Where is the COOP database located?A . leafB . spineC . APICD . endpoint View Answer Answer: B Explanation: Reference: https://www.cisco.com/c/en/us/solutions/collateral/data-center-virtualization/application-centric&#173;infrastructure/white-paper-c11-739989.html Prev QuestionNext Question
The post Where is the COOP database located? appeared first on PdfPrep.com.
	Which feature should be enabled in the bridge domain to reduce instability during the migration?
A customer migrates a legacy environment to Cisco ACI. A Layer 2 trunk is configured to interconnect the two environments. The customer also builds ACI fabric in an application-centric mode. Which feature should be enabled in the bridge domain to reduce instability during the migration?A . Set Multi-Destination Flooding to Flood in BC . Enable [&#8230;]
The post Which feature should be enabled in the bridge domain to reduce instability during the migration? appeared first on PdfPrep.com.
	Which action should the administrator take to prevent the fault from appearing?
A situation causes a fault to be raised on the APIC. The ACI administrator does not want that fault to be raised because it is not directly relevant to the environment. Which action should the administrator take to prevent the fault from appearing?A . Under System -&#62; Faults, right-click on the fault and select Acknowledge [&#8230;]
The post Which action should the administrator take to prevent the fault from appearing? appeared first on PdfPrep.com.
	Which action should be taken to support this change?
New ESXi hosts are procured in a data center compute expansion project. An engineer must update the configuration on the Cisco APIC controllers to support the addition of the new servers to the existing VMM domain. Which action should be taken to support this change?A . Create a range of internal VLANs in the associated [&#8230;]
The post Which action should be taken to support this change? appeared first on PdfPrep.com.
	How is an EPG extended outside of the ACI fabric?
How is an EPG extended outside of the ACI fabric?A . Create an external bridged network that is assigned to a leaf port.B . Create an external routed network that is assigned to an EPD . Enable unicast routing within an EPF . Statically assign a VLAN ID to a leaf port in an EP [&#8230;]
The post How is an EPG extended outside of the ACI fabric? appeared first on PdfPrep.com.
	Which two constructs are required to complete the task?
An engineer must connect Cisco ACI fabric using Layer 2 with external third-party switches. The third-party switches are configured using 802.1s protocol. Which two constructs are required to complete the task? (Choose two.)A . spanning tree policy for mapping MST Instances to VLANsB . MCP policy with PDU per VLAN enabledC . MCP instance policy [&#8230;]
The post Which two constructs are required to complete the task? appeared first on PdfPrep.com.
	Which physical topology is supported?
An engineer is implementing a Cisco ACI data center network that includes Cisco Nexus 2000 Series 10G fabric extenders. Which physical topology is supported? A) B) C) D) A . Option AB . Option BC . Option CD . Option D View Answer Answer: D Prev QuestionNext Question
The post Which physical topology is supported? appeared first on PdfPrep.com.
	Which action must be taken to determine if a human intervention introduced the change?
An ACI administrator notices a change in the behavior of the fabric. Which action must be taken to determine if a human intervention introduced the change?A . Inspect event records in the APIC UI to see all actions performed by users.B . Inspect /var/log/audit_messages on the APIC to see a record of all user actions.C [&#8230;]
The post Which action must be taken to determine if a human intervention introduced the change? appeared first on PdfPrep.com.

