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	Which statement is true?
A Cisco Webex Hybrid Video Mesh Node can be installed in the DMZ and on the internal network. Which statement is true?A . Webex Cloud supports either a DMZ-based Mesh Node for security or an internal-based Mesh Node for media control only.B . Installing a Video Mesh Node in the DMZ requires you to open [&#8230;]
The post Which statement is true? appeared first on PdfPrep.com.
	What is causing this issue?
Refer to the exhibit showing logs from the Expressway-C, a copy of the Expressway-E certificate, and the UC traversal zone configuration for the Expressway-C. An office administrator is deploying mobile and remote access and sees an issue with the UC traversal zone. The zone is showing “TLS negotiation failure”. What is causing this issue?A . [&#8230;]
The post What is causing this issue? appeared first on PdfPrep.com.
	Which configuration action should the administrator take to fix this issue?
Refer to the exhibit. Mobile and remote access is being added to an existing B2B deployment and is failing. When the administrator looks at the alarms on the Expressway-C, the snippets are shown. Which configuration action should the administrator take to fix this issue?A . The listening port on the Expressway-C for SIP TCP must [&#8230;]
The post Which configuration action should the administrator take to fix this issue? appeared first on PdfPrep.com.
	Which part of a hybrid cloud-based deployment with Cisco Webex Messenger Service is used for meeting capabilities?
Which part of a hybrid cloud-based deployment with Cisco Webex Messenger Service is used for meeting capabilities?A . Cisco Unified CM is always used for meeting capabilities.B . Depending on the media flow, the Webex Meeting Center or local Cisco Unified CM meeting resources are used for meeting capabilities.C . Depending on the origin of [&#8230;]
The post Which part of a hybrid cloud-based deployment with Cisco Webex Messenger Service is used for meeting capabilities? appeared first on PdfPrep.com.
	Which service is available in a cloud-based deployment using Cisco Webex Messenger?
Which service is available in a cloud-based deployment using Cisco Webex Messenger?A . PresenceB . Phone servicesC . VoicemailD . Call forward services View Answer Answer: A Prev QuestionNext Question
The post Which service is available in a cloud-based deployment using Cisco Webex Messenger? appeared first on PdfPrep.com.
	What is one major complication in implementing NAT ALG for voice and video devices?
Cisco Collaboration endpoints are exchanging encrypted signaling messages. What is one major complication in implementing NAT ALG for voice and video devices?A . Internal endpoints cannot use addresses from the private address space.B . The NAT ALG cannot inspect the contents of encrypted signaling messages.C . NAT ALG introduces jitter in the voice path.D . [&#8230;]
The post What is one major complication in implementing NAT ALG for voice and video devices? appeared first on PdfPrep.com.
	What happens to the participant’s call?
Refer to the exhibit. Cisco Unified Communications Manager routes the call via the Webex Meetings route list and route group to the Video Mesh cluster Node#1 in the Video Mesh cluster is hosting the meeting and has reached full capacity, but other nodes in the cluster still have spare capacity. What happens to the participant&#8217;s [&#8230;]
The post What happens to the participant&#8217;s call? appeared first on PdfPrep.com.
	What must be configured in the Cisco Webex Control Hub to achieve this deployment?
The Cisco Webex Hybrid Message service is deployed geographically for separate Cisco Unified IM and Presence clusters. What must be configured in the Cisco Webex Control Hub to achieve this deployment?A . geo-locationsB . distributed DNSC . verified domainsD . resource groups View Answer Answer: D Explanation: Reference: https://www.cisco.com/c/en/us/td/docs/voice_ip_comm/cloudCollaboration/spark/hybridservices/messageservice/cmgt_b_spark-hybrid-message-deployment-guide/cmgt_b_spark-hybrid-message-deployment-guide_chapter_00.html Prev QuestionNext Question
The post What must be configured in the Cisco Webex Control Hub to achieve this deployment? appeared first on PdfPrep.com.
	What should be considered when using the Cisco Webex hybrid service?
What should be considered when using the Cisco Webex hybrid service?A . Directory Connector must be deployed for OBTP to work with on-premises video devicesB . Directory Connector is required for Azure ADC . Hybrid Message service works only with Jabber cloud deploymentD . Expressway Connector is required for an on-premises Exchange server View Answer [&#8230;]
The post What should be considered when using the Cisco Webex hybrid service? appeared first on PdfPrep.com.
	What is one of the user-related prerequisites for Jabber Team Messaging Mode Installation?
What is one of the user-related prerequisites for Jabber Team Messaging Mode Installation?A . Create user accounts in Cisco Webex Control Hub only.B . Create user accounts in Cisco Unified Communications Manager only.C . Create user accounts in Cisco Unified IM and Presence.D . Create user accounts in Cisco Unified CM and Cisco Webex Control [&#8230;]
The post What is one of the user-related prerequisites for Jabber Team Messaging Mode Installation? appeared first on PdfPrep.com.

