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	Which configuration must the engineer apply?
A network engineer must implement SNMPv2 with these parameters &#8226; Enable SNMP community string C1sc0 with read-only permissions. &#8226; Enable interface index persistence. &#8226; Restrict the SNMP community to only the monitoring server with IP address 198.18 19 100/32. &#8226; Provide view-only access to ospflfEntry and ospfNbrEntry. Which configuration must the engineer apply? A) B) [&#8230;]
The post Which configuration must the engineer apply? appeared first on PdfPrep.com.
	Which type of attack is a Protocol attack?
Which type of attack is a Protocol attack?A . HTTP floodB . TFTP floodC . SYN floodD . Slowlorls View Answer Answer: C Explanation: Protocol Attacks Includes SYN floods, fragmented packet attacks, Ping of Death, Smurf DDoS and more. This type of attack consumes actual server resources, Prev QuestionNext Question
The post Which type of attack is a Protocol attack? appeared first on PdfPrep.com.
	Which protocol does a Cisco MPLS TE tunnel use to maintain paths within the core?
Which protocol does a Cisco MPLS TE tunnel use to maintain paths within the core?A . RSVPB . VTPC . STPD . RPF View Answer Answer: A Prev QuestionNext Question
The post Which protocol does a Cisco MPLS TE tunnel use to maintain paths within the core? appeared first on PdfPrep.com.
	Which change to the network configuration accomplishes this task?
Refer to the exhibit. ASN 64501 currently reaches the networks under the 10.0.0.0/8 prefix via the North_B router, which is a slow backup link. The administrator of ASN 64502 wants traffic from ASN 64501 to 10.0.0.0/8 to travel via the primary link North_A. Which change to the network configuration accomplishes this task? A. Set a [&#8230;]
The post Which change to the network configuration accomplishes this task? appeared first on PdfPrep.com.
	Which three outcomes occur if the prefix list is added to the neighbor?
Refer to the exhibit: Which three outcomes occur if the prefix list is added to the neighbor? (Choose three)A . 192.168 0.0/19 is denied.B . 192.168 0.0/17 is denied.C . 192.168 0.0/17 is permittedD . 192.168.0.0/16 is deniedE . 192.168 0.0/16 is permittedF . 192.168 0.0/19 is permitted View Answer Answer: C,D,F Prev QuestionNext Question
The post Which three outcomes occur if the prefix list is added to the neighbor? appeared first on PdfPrep.com.
	A network engineer is implementing an OSPF configuration Based on the output, which statement is true?
Refer to the exhibit: A network engineer is implementing an OSPF configuration Based on the output, which statement is true?A . In the ospfv3 1 area 1 ipv4 command, area 0 must be configured instead of area 1.B . OSPFv3 does not run for IPv4 on FastEthemet0/0 until IPv6 routing is enabled on the router [&#8230;]
The post A network engineer is implementing an OSPF configuration Based on the output, which statement is true? appeared first on PdfPrep.com.
	What does the code show?
Refer to the exhibit: This output is included at the end of an output that was provided by a device using NETCONF. What does the code show?A . It shows the hostname of the device as rpc-replyB . It shows that the running configuration is blankC . It shows NETCONF uses remote procedure calls.D . [&#8230;]
The post What does the code show? appeared first on PdfPrep.com.
	Which action must the engineer perform to configure extended discovery to support the MPLS LDP session between the headend and tailend routers?
An engineer a cisco MPLS tunnel to improve the streaming experience for the clients of a video -on-demand server. Which action must the engineer perform to configure extended discovery to support the MPLS LDP session between the headend and tailend routers? A . Option AB . Option BC . Option CD . Option D View [&#8230;]
The post Which action must the engineer perform to configure extended discovery to support the MPLS LDP session between the headend and tailend routers? appeared first on PdfPrep.com.
	Which statement about the neighbor statements for 192.168.1.1 is true?
Refer to the exhibit: Which statement about the neighbor statements for 192.168.1.1 is true?A . The router must have TDP configured for the send-label command to operateB . The neighbor router receives at least four labels from this routerC . The router sends BGP labels for its prefixes to this peerD . The router sends [&#8230;]
The post Which statement about the neighbor statements for 192.168.1.1 is true? appeared first on PdfPrep.com.
	Which three OSPF parameters must match before two devices can establish an OSPF adjacency? (Choose three.)
Which three OSPF parameters must match before two devices can establish an OSPF adjacency? (Choose three.)A . IP addressB . interface costC . subnet maskD . process IDE . hello timer settingF . area number View Answer Answer: C,E,F Prev QuestionNext Question
The post Which three OSPF parameters must match before two devices can establish an OSPF adjacency? (Choose three.) appeared first on PdfPrep.com.

