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	Which two statements about IP Source Guard are true? (Choose two.)
Which two statements about IP Source Guard are true? (Choose two.)A . IP source guard is independent of DHCP snooping to build and maintain the IP-MAC address binding tableB . When you first enable IP Source Guard on an interface, you may experience disruption in IP traffic until the hosts on the interface receive a [&#8230;]
The post Which two statements about IP Source Guard are true? (Choose two.) appeared first on PdfPrep.com.
	Which action accomplishes this change?
The OS team has requested that you expand the receive queues of an existing server. Which action accomplishes this change?A . Reconfigure the default vNIC behavior.B . Configure and apply a custom LAN connectivity policy.C . Configure and apply a custom adapter policy.D . Reconfigure the vNIC to the requested queue size. View Answer Answer: [&#8230;]
The post Which action accomplishes this change? appeared first on PdfPrep.com.
	Which two statements about CFS are true? (Choose two)
Which two statements about CFS are true? (Choose two)A . After enabling CFS, a network-wide lock is applied to NTP whenever an NTP configuration is started and released once after the change has been committedB . CFS distribute the local NTP configuration to the master only which then forward it to all device in networkC [&#8230;]
The post Which two statements about CFS are true? (Choose two) appeared first on PdfPrep.com.
	Which three issues can cause OSPF neighbors to not be able to establish an adjacency? (Choose three)
Which three issues can cause OSPF neighbors to not be able to establish an adjacency? (Choose three)A . Hello valueB . OSPF instance TagC . MTUD . interface cost in not setE . PIMF . duplicate RIDsG . Feature Multicast not enabled View Answer Answer: A C F Prev QuestionNext Question
The post Which three issues can cause OSPF neighbors to not be able to establish an adjacency? (Choose three) appeared first on PdfPrep.com.
	Which statement about updating the service profile is true?
Which statement about updating the service profile is true?A . Updating Service profile templates can only be applied to an existing service profileB . Updating service profile template can have vNIC and vHBA templates that are initial templateC . Changes made to a vNIC templates that is in an Updating template are not propagate to [&#8230;]
The post Which statement about updating the service profile is true? appeared first on PdfPrep.com.
	Using GET method with this XML code, which two pieces of information about Application Policy Infrastructure Controllers shows the output?
Refer to the exhibit. Using GET method with this XML code, which two pieces of information about Application Policy Infrastructure Controllers shows the output? (Choose two)A . Ports of the leaves where the APICs are connected.B . Number of network interfaces of each APID . Admin status for each APIC in the cluster.E . Hard [&#8230;]
The post Using GET method with this XML code, which two pieces of information about Application Policy Infrastructure Controllers shows the output? appeared first on PdfPrep.com.
	Which two options are common PTP device types? (Choose two)
Which two options are common PTP device types? (Choose two)A . Network clockB . SundalsC . Boundary clockD . Transparent clockE . Crystal clock View Answer Answer: C D Prev QuestionNext Question
The post Which two options are common PTP device types? (Choose two) appeared first on PdfPrep.com.
	Which three of the following are key components to provide network connectivity to an loT Solution? (Choose three)
Which three of the following are key components to provide network connectivity to an loT Solution? (Choose three)A . WirelessB . VoiceC . RoutingD . SwitchingE . Service providerF . Firewalling View Answer Answer: A E F Explanation: Doubt: Some experts say A C E while some go for A E F. Prev QuestionNext Question
The post Which three of the following are key components to provide network connectivity to an loT Solution? (Choose three) appeared first on PdfPrep.com.
	Which three parameters must be identical for two or more bridges in the same MST region? (Choose three)
Which three parameters must be identical for two or more bridges in the same MST region? (Choose three)A . MST diameterB . VLAN-to-instance mappingC . MST nameD . MST-hello-timeE . MST revision numberF . MST instance priority View Answer Answer: B C E Explanation: Source: https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5000/sw/configuration/guide/cli/CLIConfigurationGuide/MST.pdf Text from source: The MST configuration controls the MST [&#8230;]
The post Which three parameters must be identical for two or more bridges in the same MST region? (Choose three) appeared first on PdfPrep.com.
	Which two prerequisites for BFD are true? (Choose two)
Which two prerequisites for BFD are true? (Choose two)A . For layer 3 port channels used by BFD, you must enable LACP on the port channel.B . Install NETWORK_SERVICE_PKG license.C . Disable the IP packet verification check for identical IP source and destination addresses.D . Enabled ICMP redirect messages on BFD-enabled interfaces.E . For layer [&#8230;]
The post Which two prerequisites for BFD are true? (Choose two) appeared first on PdfPrep.com.

