220-1001 Online Prep Questions Cover All the Topics of Real 220-1001 Exam
Study Online Exam Questions to Prepare Pop IT Certifications Tests at Pdfprep.co
	Which of the following should the technician do to stop the error message?
A technician set up a shared printer on the company network for company users to print. The technician also set up a user to print from outside the company through the native cloud printing software. The technician ensures the network is set up to pass the traffic without error. However, when printing a test page, [&#8230;]
The post Which of the following should the technician do to stop the error message? appeared first on PdfPrep.com.
	Which of the following should the technician check NEXT to troubleshoot the issue?
A technician installed a new printer for a client and successfully printed a test page. The next day. the customer reports there are garbled characters on printed pages. The technician questions the user and discovers OS updates were applied overnight. Which of the following should the technician check NEXT to troubleshoot the issue?A . If [&#8230;]
The post Which of the following should the technician check NEXT to troubleshoot the issue? appeared first on PdfPrep.com.
	Which ~of the following connectors would be found on an ATX power supply?
Which ~of the following connectors would be found on an ATX power supply?A . DB9B . MolexC . eSATAD . BNC View Answer Answer: A Prev QuestionNext Question
The post Which ~of the following connectors would be found on an ATX power supply? appeared first on PdfPrep.com.
	Which of the following should a technician try FIRST?
A user&#8217;s smartphone is having issues with connectivity in certain areas of the city A fellow coworker has the same phone and carrier but reports no issues in these same areas. Which of the following should a technician try FIRST?A . Install the latestB . &#8216;MIME certificates on the phoneC . Torn on the user&#8217;s [&#8230;]
The post Which of the following should a technician try FIRST? appeared first on PdfPrep.com.
	Which of the following would MOST likely resolve the problem?
A user receives a replacement modem/router combination device from an ISP and plugs it in. A laptop connected to the router via WiFi receives an address in the 192.168.0.x range but is unable to access the Internet. Which of the following would MOST likely resolve the problem?A . Upgrade the network drivers on the laptop.B [&#8230;]
The post Which of the following would MOST likely resolve the problem? appeared first on PdfPrep.com.
	Which of the following does a technician MOST likely need to check?
A user&#8217;s computer shows a black screen when it is powered on, and it makes a fast, continuous beeping sound that does not stop until the computer is powered off. Which of the following does a technician MOST likely need to check?A . The keyboardB . The motherboardC . The processor fanD . The memoryE [&#8230;]
The post Which of the following does a technician MOST likely need to check? appeared first on PdfPrep.com.
	Which of the following connector types does not require a specific orientation?
Which of the following connector types does not require a specific orientation?A . MicroUSBB . USB-CC . USB-AD . MiniUSB View Answer Answer: B Prev QuestionNext Question
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	Which of the following network types is used to provide network connectivity between remote branch offices?
Which of the following network types is used to provide network connectivity between remote branch offices?A . PANB . LANC . WMND . WLANE . WAN View Answer Answer: A Prev QuestionNext Question
The post Which of the following network types is used to provide network connectivity between remote branch offices? appeared first on PdfPrep.com.
	Which of the following methods is configured on a router to convert an internal IP address to an external IP address?
Which of the following methods is configured on a router to convert an internal IP address to an external IP address?A . DMZB . MAC filteringC . QoSD . NAT View Answer Answer: D Prev QuestionNext Question
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	Which of the following, if used together, will BEST satisfy these requirements?
A technician is gathering the requirements for a laptop that needs the smallest form factor and the fastest speeds possible for data storage. Which of the following, if used together, will BEST satisfy these requirements? (Select TWO).A . 2.5in form factorB . 3.5in form factorC . SATAD . NVMeF . 2 form factorG . SCSI [&#8230;]
The post Which of the following, if used together, will BEST satisfy these requirements? appeared first on PdfPrep.com.

