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	How many drives will be used across the disk pool to protect a 1 MB file?
An Isilon cluster has four H500 nodes. Data protection and access are set to N+1 and concurrency respectively. How many drives will be used across the disk pool to protect a 1 MB file?A . 4B . 8C . 10D . 11 View Answer Answer: A Next Question
The post How many drives will be used across the disk pool to protect a 1 MB file? appeared first on PdfPrep.com.
	What information should be provided to the administrator?
You have been tasked with designing SyncIQ policies for a systems administrator that requires failover and failback testing. What information should be provided to the administrator?A . SyncIQ supports failback replication policies that specify directory includes or excludes.B . Failback replication policies that specify includes or excludes cannot use data encryption.C . Failback replication policies [&#8230;]
The post What information should be provided to the administrator? appeared first on PdfPrep.com.
	When reconciling permissions for clients using UNIX as well as Microsoft Windows systems, what describes the scope of the permissions?
When reconciling permissions for clients using UNIX as well as Microsoft Windows systems, what describes the scope of the permissions?A . Windows ACLs and POSIX bits have overlapping semantics, but neither completely reflects the other.B . Windows ACLs have semantics that are a subset of POSIX bits.C . POSIX bits have semantics that are a [&#8230;]
The post When reconciling permissions for clients using UNIX as well as Microsoft Windows systems, what describes the scope of the permissions? appeared first on PdfPrep.com.
	What defines FEC link aggregation mode?
What defines FEC link aggregation mode?A . Switches to the next interface when the primary interface becomes unavailable.B . Balances outgoing traffic based on hashed protocol header information that includes source and destination addresses, and VLAN tag.C . Balances outgoing traffic based on hashed protocol header information that includes source and destination addresses.D . Balances [&#8230;]
The post What defines FEC link aggregation mode? appeared first on PdfPrep.com.
	Which OneFS networking option enables Isilon for DNS multitenant functionality?
Which OneFS networking option enables Isilon for DNS multitenant functionality?A . GroupnetB . Access zoneC . PoolD . Subnet View Answer Answer: A Explanation: Groupnets are designed to enable multi-tenant DNS support per access zone. Reference: https://www.dell.com/community/Isilon/Multiple-groupnets-using-the-same-subnet/td&#173;p/7152525 Prev QuestionNext Question
The post Which OneFS networking option enables Isilon for DNS multitenant functionality? appeared first on PdfPrep.com.
	What information is required to enable the LDAP service on an Isilon cluster?
What information is required to enable the LDAP service on an Isilon cluster?A . Administrator account and password, and LDAP server name and IP addressB . Port number, cluster name, and an LDAP server IP addressC . Base distinguished name, cluster name, and port numberD . Base distinguished name, port number, and at least one [&#8230;]
The post What information is required to enable the LDAP service on an Isilon cluster? appeared first on PdfPrep.com.
	In Isilon OneFS, what is a characteristic of CoW with snapshots?
In Isilon OneFS, what is a characteristic of CoW with snapshots?A . Used for small changes, inodes, and directories.B . Avoids the double write penalty.C . Increases file fragmentation.D . Used for more substantial changes such as deletes. View Answer Answer: A Explanation: With copy on write, as the name suggests, a new write to [&#8230;]
The post In Isilon OneFS, what is a characteristic of CoW with snapshots? appeared first on PdfPrep.com.
	What is the OneFS8.2 behavior if the AutoBalance job is initiated?
A Job Engine is running in low space mode and no jobs are in the running state. What is the OneFS8.2 behavior if the AutoBalance job is initiated?A . Job is started.B . Job is failed.C . Job is put into the queue.D . Job is not started. View Answer Answer: A Explanation: Reference: https://www.dellemc.com/resources/en-us/asset/white-papers/products/storage/h12570-wp&#173;isilon-onefs-job-engine.pdf [&#8230;]
The post What is the OneFS8.2 behavior if the AutoBalance job is initiated? appeared first on PdfPrep.com.
	When reviewing the actual protection output of N+4/2, what does the number “4” represent?
When reviewing the actual protection output of N+4/2, what does the number “4” represent?A . FEC stripe units per stripeB . Hard drives used per stripeC . Volume stripes per file systemD . FEC stripe units per file system View Answer Answer: A Explanation: It&#8217;s OneFS FEC protection nomenclature for our &#34;hybrid&#34; protection polices. More [&#8230;]
The post When reviewing the actual protection output of N+4/2, what does the number “4” represent? appeared first on PdfPrep.com.
	What impact can obsolete drive firmware have on an Isilon cluster?
What impact can obsolete drive firmware have on an Isilon cluster?A . Reduces administrative overhead and increases performance.B . Affects redundancy settings and FEC coding.C . Affects cluster performance or hardware reliability.D . Increases runtime and cluster performance. View Answer Answer: C Explanation: Reference: http://doc.isilon.com/onefs/7.2.0/help/en-us/GUID-398C2422-1CA5-4AE0-8F3D&#173;09F589C82E6E.html Prev QuestionNext Question
The post What impact can obsolete drive firmware have on an Isilon cluster? appeared first on PdfPrep.com.

