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	Which two prefixes are martian routes by default? (Choose two.)
Which two prefixes are martian routes by default? (Choose two.)A . 127.0.0.0/16B . 127.0.0.0/8C . 192.0.0.0/16D . 192.0.0.0/24 View Answer Answer: BD Explanation: Martian addresses are host or network addresses about which all routing information is ignored. When received by the routing device, these routes are ignored. They commonly are sent by improperly configured systems [&#8230;]
The post Which two prefixes are martian routes by default? (Choose two.) appeared first on PdfPrep.com.
	Which actions would solve the problem?
Click the Exhibit button. There are dynamically and statically routed networks attached to the ge-0/0/1 interface on R1. You only want the dynamically learned routes to show up in routing tables for R2 and R3, but the statically routed networks are also appearing. Those networks should only be seen by the R1 device. Which actions [&#8230;]
The post Which actions would solve the problem? appeared first on PdfPrep.com.
	Referring to the configuration shown in the exhibit, which statement is true?
Referring to the configuration shown in the exhibit, which statement is true? A . RP2 stops sending all SA messages to its peer.B . RP1 stops sending all SA messages to its peer.C . RP2 stops sending SA messages for the group 224.7.7.7 from source 192.168.100.10 to RP1.D . RP1 stops sending SA messages for [&#8230;]
The post Referring to the configuration shown in the exhibit, which statement is true? appeared first on PdfPrep.com.
	What is the default route preference for BGP?
What is the default route preference for BGP?A . 167B . 170C . 150D . 179 View Answer Answer: B Explanation: BGP has the default preference of 170. Reference: https://www.juniper.net/documentation/en_US/junos14.2/topics/reference/general/routing- protocols&#173;default-route-preference-values.html Prev QuestionNext Question
The post What is the default route preference for BGP? appeared first on PdfPrep.com.
	Referring to the exhibit, which two statements are true?
Click the Exhibit button. Referring to the exhibit, which two statements are true?A . The policy A routing policy takes precedence over all other policies.B . No policy is used for neighbor 10.0.0.4.C . The policy B routing policy is used by neighbor 10.0.0.4.D . The policy D routing policy is the only policy used [&#8230;]
The post Referring to the exhibit, which two statements are true? appeared first on PdfPrep.com.
	What can explain this?
You were provided a network diagram that told you to number your network from the 191.255.0.0/16 space. OSPF is enabled and adjacencies are up, but no routers are learning any routes. What can explain this?A . The default OSPF export policies advertise nothing, so you need to apply export policyB . The default OSPF import [&#8230;]
The post What can explain this? appeared first on PdfPrep.com.
	An EBGP session sources its TCP connection from which IP address?
An EBGP session sources its TCP connection from which IP address?A . The IP address of the primary address assigned to the loopback interface.B . The IP address assigned as the router ID . The IP address of the preferred address assigned to the loopback interface.E . The IP address of the interface that connects [&#8230;]
The post An EBGP session sources its TCP connection from which IP address? appeared first on PdfPrep.com.
	How many bytes of overhead does an IP-IP tunnel add to a packet?
How many bytes of overhead does an IP-IP tunnel add to a packet?A . 24 bytesB . 28 bytesC . 20 bytesD . 14 bytes View Answer Answer: C Explanation: Difference Between GRE and IP-IP Tunnel. Generic Routing Encapsulation (GRE) and IP-in-IP (IPIP) are two rather similar tunneling mechanisms which are often confused. In terms [&#8230;]
The post How many bytes of overhead does an IP-IP tunnel add to a packet? appeared first on PdfPrep.com.
	Which device is used to separate collision domains?
Which device is used to separate collision domains?A . switchB . routerC . hubD . firewall View Answer Answer: A Prev QuestionNext Question
The post Which device is used to separate collision domains? appeared first on PdfPrep.com.
	In this scenario, what is the maximum packet size that would traverse the GRE tunnel?
You configured a GRE tunnel that traverses a path using default MTU settings. You want t o ensure that packets are not dropped or fragmented. In this scenario, what is the maximum packet size that would traverse the GRE tunnel?A . 1476B . 1500C . 1400D . 1524 View Answer Answer: A Explanation: The default [&#8230;]
The post In this scenario, what is the maximum packet size that would traverse the GRE tunnel? appeared first on PdfPrep.com.

