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	What is the correct authentication processing order on EX Series switches when multiple Layer 2 authentication methods are enabled?
What is the correct authentication processing order on EX Series switches when multiple Layer 2 authentication methods are enabled?A . captive portal-&#62; MAC RADIUS -&#62; 802.1xB . 802.1x-&#62; captive portal -&#62; MAC RADIUSC . MAC RADIUS -&#62; 1x -&#62; captive portalD . 802.1x -&#62; MAC RADIUS -&#62; captive portal View Answer Answer: D Next Question
The post What is the correct authentication processing order on EX Series switches when multiple Layer 2 authentication methods are enabled? appeared first on PdfPrep.com.
	Why is this happening in this scenario?
Click the Exhibit button. Referring to the exhibit, you must advertise the 100.0.0.0/16 routes from AS1 to AS2, but R2 is not advertising any BGP routes to R5. Why is this happening in this scenario?A . The IBGP routes will not be advertised because you must use a policy to advertise IBGP routes.B . The [&#8230;]
The post Why is this happening in this scenario? appeared first on PdfPrep.com.
	In this scenario, which protocol should be used?
You are deploying IP phones in your Layer 2 network and are asked to ensure that the switch sends VLAN and CoS information to the IP phones automatically. In this scenario, which protocol should be used?A . PoEB . PoE+C . LLDPD . LLDP_MED View Answer Answer: D Prev QuestionNext Question
The post In this scenario, which protocol should be used? appeared first on PdfPrep.com.
	Referring to the exhibit, which ISP’s route will be selected as active?
You receive the same 100.200.0/16 route from all four ISPs to which you are connected. Referring to the exhibit, which ISP&#8217;s route will be selected as active?A . ISP-AB . ISP-BC . ISP-CD . ISP-D View Answer Answer: A Prev QuestionNext Question
The post Referring to the exhibit, which ISP&#8217;s route will be selected as active? appeared first on PdfPrep.com.
	Which mechanism would you use to accomplish this task?
Your company has expanded into office space across the street. The new office space has a single Ethernet connection connected to an unmanaged switch. You must sort traffic based on the IP address into different VLANs once the traffic arrives on your EX Series switches. Which mechanism would you use to accomplish this task?A . [&#8230;]
The post Which mechanism would you use to accomplish this task? appeared first on PdfPrep.com.
	Referring to the exhibit, which two statements are true regarding Q-in-Q tunneling?
Exhibit. Referring to the exhibit, which two statements are true regarding Q-in-Q tunneling? {Choose two)A . The C-VLAN traffic will be encapsulated with an outer VLAN tag of 10.B . The C-VLANs 100-200 will be sent as the inner VLAN tagC . The C-VLAN 150 will be sent as the inner VLAN tagD . The [&#8230;]
The post Referring to the exhibit, which two statements are true regarding Q-in-Q tunneling? appeared first on PdfPrep.com.
	What must be done to allow these community devices to communicate?
Click the Exhibit button. You recently implemented the configuration shown in the exhibit. After committing these changes, the community devices connected to AS-1 are not able to communicate with the appropriate community devices connected to AS-2. What must be done to allow these community devices to communicate?A . You must configure to allow the ge-0/0/1 [&#8230;]
The post What must be done to allow these community devices to communicate? appeared first on PdfPrep.com.
	Referring to the exhibit, how is R5 able to learn the networks that exist within the NSSA?
Click the Exhibit button. Referring to the exhibit, how is R5 able to learn the networks that exist within the NSSA?A . R5 learns those networks from Type 3 LSAs advertised by R2.B . R5 learns those networks from Type 3 LSAs advertised by R3.C . R5 does not learn those networks and uses a [&#8230;]
The post Referring to the exhibit, how is R5 able to learn the networks that exist within the NSSA? appeared first on PdfPrep.com.
	Which route type is used in this scenario?
You notice a mass withdrawal of routes for some of the network hosts. You determine that the link on the ESI interface is down. Which route type is used in this scenario?A . Type 2B . Type 3C . Type 1D . Type 5 View Answer Answer: C Prev QuestionNext Question
The post Which route type is used in this scenario? appeared first on PdfPrep.com.
	What would be the cause of this problem?
Click the Exhibit button. Referring to the exhibit, the source is currently sending multicast traffic using group 224.1.1.1, which is being received by R1. R2 is not receiving PIM register messages. What would be the cause of this problem?A . Tunnel services have not been enabled on R1.B . All routers have not been configured [&#8230;]
The post What would be the cause of this problem? appeared first on PdfPrep.com.

