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	Which twosettings should you changein the NMSto meet the business requirements?
Yourservice level agreement (SLA) dictates that you must be able to notify the appropriate parties whensystemsare down for over2 minutes and report on data for the last120 days.Your network management system (NMS) has been configured tocollect statusevery 10minutes and summarize and retain data for 90 days. Which twosettings should you changein the NMSto meet the [&#8230;]
The post Which twosettings should you changein the NMSto meet the business requirements? appeared first on PdfPrep.com.
	What is an advantage of using SNMPv2c over using SNMPv1?
What is an advantage of using SNMPv2c over using SNMPv1?A . username parameterB . get bulk commandC . get next commandD . 32 bit countersE . authentication and encryption View Answer Answer: B Prev QuestionNext Question
The post What is an advantage of using SNMPv2c over using SNMPv1? appeared first on PdfPrep.com.
	Which two IP service level agreement (SLA) measurements should you use to identify the cause of the issue?
You have recently implemented a VoIP infrastructure within the company network. You are receiving trouble tickets indicating calls are dropping between their New York and San Francisco offices. Which two IP service level agreement (SLA) measurements should you use to identify the cause of the issue?A . latencyB . SIPC . NetFlowD . available bandwidthE [&#8230;]
The post Which two IP service level agreement (SLA) measurements should you use to identify the cause of the issue? appeared first on PdfPrep.com.
	What is the most likely cause?
Orion NPM is monitoring the performance of DS-3 utilizing standard MIBs in the ifTable. Occasionally, the reported traffic rates for this interface spike well above45 Mbps. What is the most likely cause?A . heavy network trafficB . carrier misconfigurationC . counter rolloversD . database issues View Answer Answer: C Prev QuestionNext Question
The post What is the most likely cause? appeared first on PdfPrep.com.
	Which two configuration steps should you take within your network management system (NMS) to meet these requirements?
The data center teamrequires that they be alerted if any of the servers in a remote site go down.However, they do NOT want to receive alerts when the remote site connection goes down. Which two configuration steps should you take within your network management system (NMS) to meet these requirements? (Choose two.)A . set up [&#8230;]
The post Which two configuration steps should you take within your network management system (NMS) to meet these requirements? appeared first on PdfPrep.com.
	Which two changes should you make to ensure thatOrion functions properly from the new server and IP address?
Due to a server crash, you had to moveOrion to a new server with a new IP address. Which two changes should you make to ensure thatOrion functions properly from the new server and IP address? (Choose two.)A . update the access control lists (ACLs) thatrestrict management protocolsB . change the IP address specified in [&#8230;]
The post Which two changes should you make to ensure thatOrion functions properly from the new server and IP address? appeared first on PdfPrep.com.
	A network engineer would recommend decreasing polling frequency in order to address which topology-based issue?
A network engineer would recommend decreasing polling frequency in order to address which topology-based issue?A . highCPU valueson WAN routersB . WAN bandwidth availabilityC . SQL database scalability issuesD . redundancy for single-homed sites View Answer Answer: B Prev QuestionNext Question
The post A network engineer would recommend decreasing polling frequency in order to address which topology-based issue? appeared first on PdfPrep.com.
	Which service must be enabled on the target serverto allow the network management service (NMS) tocollect CPU load data?
You are monitoring a Windows 2003 Server via SNMP. Which service must be enabled on the target serverto allow the network management service (NMS) tocollect CPU load data?A . SNMP Trap ServiceB . SNMP ServiceC . WMID . Events to Traps Translator Service View Answer Answer: B Prev QuestionNext Question
The post Which service must be enabled on the target serverto allow the network management service (NMS) tocollect CPU load data? appeared first on PdfPrep.com.
	Which version of SNMP should they use?
A network engineer is enabling SNMP on their network devices and needs to ensureit will use message integrity. Which version of SNMP should they use?A . SNMPv1B . SNMPv2cC . SNMPv3D . SNMPv4 View Answer Answer: C Prev QuestionNext Question
The post Which version of SNMP should they use? appeared first on PdfPrep.com.
	Whatwas the availability of that node during this period of time?
Over the course of 24 hours, a node was sent 200 ping requests in an effort to monitor its availability. Of those 200 ping requests there were: 100 responses of less than 10ms 50 responses of greater than 20ms 50 requests with noresponses Whatwas the availability of that node during this period of time?A . [&#8230;]
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