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	What file extension should be used with fw monitor to allow the output file to be imported and read in Wireshark?
What file extension should be used with fw monitor to allow the output file to be imported and read in Wireshark?A . .capB . .exeC . .tgzD . .pcap View Answer Answer: A Next Question
The post What file extension should be used with fw monitor to allow the output file to be imported and read in Wireshark? appeared first on PdfPrep.com.
	Select the technology that does the following actions
Select the technology that does the following actions &#8211; provides reassembly via streaming for TCP &#8211; handles packet reordering and congestion &#8211; handles payload overlap &#8211; provides consistent stream of data to protocol parsersA . Passive Streaming LibraryB . Context ManagementC . Pre-Protocol ParserD . fwtcpstream View Answer Answer: A Prev QuestionNext Question
The post Select the technology that does the following actions appeared first on PdfPrep.com.
	What acceleration mode utlizes multi-core processing to assist with traffic processing?
What acceleration mode utlizes multi-core processing to assist with traffic processing?A . CoreXLB . SecureXLC . HyperThreadingD . Traffic Warping View Answer Answer: C Prev QuestionNext Question
The post What acceleration mode utlizes multi-core processing to assist with traffic processing? appeared first on PdfPrep.com.
	Which situation triggers an IPS bypass under load on a 24-core Check Point appliance?
Which situation triggers an IPS bypass under load on a 24-core Check Point appliance?A . any of the CPU cores is above the threshold for more then 10 secondsB . all CPU core most be above the threshold for more than 10 secondsC . a single CPU core must be above the threshold for more [&#8230;]
The post Which situation triggers an IPS bypass under load on a 24-core Check Point appliance? appeared first on PdfPrep.com.
	RAD is initiated when Application Control and URL Filtering blades are active on the Security Gateway What is the purpose of the following RAD configuration file SFWDIR/conf/rad_settings.C?
RAD is initiated when Application Control and URL Filtering blades are active on the Security Gateway What is the purpose of the following RAD configuration file SFWDIR/conf/rad_settings.C?A . This file contains the location information tor Application Control and/or URL Filtering entitlementsB . This file contains the information on how the Security Gateway reaches the Security [&#8230;]
The post RAD is initiated when Application Control and URL Filtering blades are active on the Security Gateway What is the purpose of the following RAD configuration file SFWDIR/conf/rad_settings.C? appeared first on PdfPrep.com.
	What is the main SecureXL database for trackingthe acceleration status of traffic?
What is the main SecureXL database for trackingthe acceleration status of traffic?A . cphwd_dbB . cphwd_tmp1C . cphwd_dev_conn_tableD . cphwd_dev_identity_table View Answer Answer: D Prev QuestionNext Question
The post What is the main SecureXL database for trackingthe acceleration status of traffic? appeared first on PdfPrep.com.
	Which Threat Prevention daemon is used for Anti-virus?
Check Point Threat Prevention policies can contain multiple policy layers and each layer consists of its own Rule Base Which Threat Prevention daemon is used for Anti-virus?A . in.emaild.mtaB . in.msdC . ctasdD . in emaild View Answer Answer: D Prev QuestionNext Question
The post Which Threat Prevention daemon is used for Anti-virus? appeared first on PdfPrep.com.
	Which process is responsible for Mobile VPN connections?
VPN&#8217;s allow traffic to pass through the Internet securely byencryptingthe traffic as it enters the VPN tunnel and then decrypting the exists. Which process is responsible for Mobile VPN connections?A . cvpndB . vpndC . vpnkD . fwk View Answer Answer: C Prev QuestionNext Question
The post Which process is responsible for Mobile VPN connections? appeared first on PdfPrep.com.
	TTL Masking etc, have to be used, what is a recommended practice to enhance the performance of the gateway?
If IPS protections that prevent SecureXL from accelerating traffic, such as Network Quota, Fingerprint Scrambling. TTL Masking etc, have to be used, what is a recommended practice to enhance the performance of the gateway?A . Use the IPS exception mechanismB . Disable all such protectionsC . Disable SecureXL and use CoreXLD . Upgrade the hardware [&#8230;]
The post TTL Masking etc, have to be used, what is a recommended practice to enhance the performance of the gateway? appeared first on PdfPrep.com.
	What is the main SecureXL database for trackingthe acceleration status of traffic?
What is the main SecureXL database for trackingthe acceleration status of traffic?A . cphwd_dbB . cphwd_tmp1C . cphwd_dev_conn_tableD . cphwd_dev_identity_table View Answer Answer: D Prev QuestionNext Question
The post What is the main SecureXL database for trackingthe acceleration status of traffic? appeared first on PdfPrep.com.

