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	Which description of the RPF check in the multicast forwarding traffic is true?
Which description of the RPF check in the multicast forwarding traffic is true?A . The source address of the multicast packet is checked in the unicast routing table. If the multicast packet arrived from the interface that matches with the interface to reach the source address, this packet passes the RPF check.B . The destination [&#8230;]
The post Which description of the RPF check in the multicast forwarding traffic is true? appeared first on PdfPrep.com.
	In which two ways is this network impacted if link instability exists between R1 and R2?
Refer to the exhibit. In which two ways is this network impacted if link instability exists between R1 and R2? (Choose two)A . R1 will have routes in its routing table that originate from R2 and R3.B . R3 will have routes in its routing table that originate from R1 and R2.C . R2 will [&#8230;]
The post In which two ways is this network impacted if link instability exists between R1 and R2? appeared first on PdfPrep.com.
	Which two drawbacks of the MPLS IPv6 Provider Edge approach are true?
The CTO of XYZ is having some high-level discussions about IPv6 implementation and is considering whether XYZ should consider the MPLS IPv6 Provider Edge approach. Which two drawbacks of the MPLS IPv6 Provider Edge approach are true? (Choose two)A . XYZ must migrate the IGP used in the MPLS core network to the multitopology IS-IS [&#8230;]
The post Which two drawbacks of the MPLS IPv6 Provider Edge approach are true? appeared first on PdfPrep.com.
	Which two combined actions do you recommend?
You are designing a new Ethernet-based metro-area network for an enterprise customer to connect 50 sites within the same city OSPF will be the routing protocol used. The customer is primarily concerned with IPv4 address conservation and convergence time. Which two combined actions do you recommend? (Choose two)A . Use a multipoint Metro-E service for [&#8230;]
The post Which two combined actions do you recommend? appeared first on PdfPrep.com.
	The network designer needs to use GLOP IP address in order make them unique within their ASN, which multicast address range will be considered?
The network designer needs to use GLOP IP address in order make them unique within their ASN, which multicast address range will be considered?A . 239.0.0.0 to 239.255.255.255B . 224.0.0.0 to 224.0.0.255C . 233.0.0.0 to 233.255.255.255D . 232.0.0.0 to 232.255.255.255 View Answer Answer: C Prev QuestionNext Question
The post The network designer needs to use GLOP IP address in order make them unique within their ASN, which multicast address range will be considered? appeared first on PdfPrep.com.
	Which three areas should be monitored and reported upon based on the services currently offered by the Service Provider?
You are the network designer for a large Service Provider that offers Voip dideo and internet services to residential customers. You have been asked to narrow your performance monitoring to three areas that will result in the best return on the investment. Which three areas should be monitored and reported upon based on the services [&#8230;]
The post Which three areas should be monitored and reported upon based on the services currently offered by the Service Provider? appeared first on PdfPrep.com.
	Please Answer Questions Follow The Prompts Below
DRAG DROP Drag and drop the EIGRP design considerations from the left onto the corresponding hierarchical layer characteristics on the right View Answer Answer: Prev QuestionNext Question
The post Please Answer Questions Follow The Prompts Below appeared first on PdfPrep.com.
	Which three IS-IS design considerations must be considered when connecting two Layer 3 switches directly using a 10 GBASE C T cabling and forming IS-IS neighbor adjacency? (Choose three)
Which three IS-IS design considerations must be considered when connecting two Layer 3 switches directly using a 10 GBASE C T cabling and forming IS-IS neighbor adjacency? (Choose three)A . The area, levels, and interface MTU parameters must match, and system MTU must be unique foe two IS-IS routers to become adjacentB . A DlS [&#8230;]
The post Which three IS-IS design considerations must be considered when connecting two Layer 3 switches directly using a 10 GBASE C T cabling and forming IS-IS neighbor adjacency? (Choose three) appeared first on PdfPrep.com.
	Which feature should be used to meet this design requirement?
ACME corporation is deploying a new HR application that requires the network infrastructure to monitor and react to certain conditions in the network. Which feature should be used to meet this design requirement?A . Cisco IOS Embedded Event ManagerB . IP SLAC . Reflexive ACLsD . SOAP View Answer Answer: A Prev QuestionNext Question
The post Which feature should be used to meet this design requirement? appeared first on PdfPrep.com.
	Which two spanning-tree concerns must you consider?
You want to add 900 VLANs to the existing 90 VLANs on a data center. Which two spanning-tree concerns must you consider? (Choose two)A . To add 990 VLANs to the switching hardware reserved VLANs requires you to use extended VLANB . STP is increased by a factor of 10 convergence time.C . BPDU does [&#8230;]
The post Which two spanning-tree concerns must you consider? appeared first on PdfPrep.com.

