HPE0-S50 exam questions Archives - PdfPrep.com
Study Online Exam Questions to Prepare Pop IT Certifications Tests at Pdfprep.co
	What is preventing the integrator from adding the third frame?
Refer to the exhibits. A customer has a Synergy 2-frame design, as shown above. Due to expanding business needs, the customer has ordered a third frame to expand the environment to a 3-frame fabric design, as shown below. While attempting to extend the Logical Interconnect Group (LIG) for the enclosure group, the Synergy integrator is [&#8230;]
The post What is preventing the integrator from adding the third frame? appeared first on PdfPrep.com.
	Which allows minimal downtime during the aggrade?
Which utility compares currently running firmware with the upgrade firmware for the HPe Synergy FB Switch Module. Which allows minimal downtime during the aggrade?A . SMUB . SUMC . VCSUD . ISSU View Answer Answer: B Prev QuestionNext Question
The post Which allows minimal downtime during the aggrade? appeared first on PdfPrep.com.
	How can a Synergy integrity increase the efficiency with a Synergy can be provisioned? (Select two.)
How can a Synergy integrity increase the efficiency with a Synergy can be provisioned? (Select two.) Use PowerShell to automate configuration and application of server profiles.A . Use Image Streamer to provide a stateless OS environmentB . Associate all Synergy frames with the same data centerC . Use a Multimode Link Aggregation Group (MLAG) to [&#8230;]
The post How can a Synergy integrity increase the efficiency with a Synergy can be provisioned? (Select two.) appeared first on PdfPrep.com.
	Click the adapter associated with the fabric in which the customer should install the p542 controller
HOTSPOT A customer needs to incorporate the HPE Synergy D340 Compostable Storage Module into its environment: Click the adapter associated with the fabric in which the customer should install the p542 controller. View Answer Answer: Prev QuestionNext Question
The post Click the adapter associated with the fabric in which the customer should install the p542 controller appeared first on PdfPrep.com.
	A customer needs a Synergy solution configuration with 40GB uplinks that will connect to network equipment in a different rack Click and drag the cable type on the left to the corresponding distance between the frame and the network equipment on the right to meet the customer’s needs
DRAG DROP A customer needs a Synergy solution configuration with 40GB uplinks that will connect to network equipment in a different rack Click and drag the cable type on the left to the corresponding distance between the frame and the network equipment on the right to meet the customer&#8217;s needs. View Answer Answer: Prev QuestionNext [&#8230;]
The post A customer needs a Synergy solution configuration with 40GB uplinks that will connect to network equipment in a different rack Click and drag the cable type on the left to the corresponding distance between the frame and the network equipment on the right to meet the customer&#8217;s needs appeared first on PdfPrep.com.
	Which component must be redundant to meet the customer’s requirement?
A customer Synergy solution configuration needs redundant paths to the drives used in the HPE Synergy D3940 storage module. Which component must be redundant to meet the customer&#8217;s requirement?A . HPE Synergy 12GB SAS Connection ModuleB . HPE Synergy D3940 storage moduleC . HPE Smart Storage Battery with 260mm Cable KitD . HPE Compute Module [&#8230;]
The post Which component must be redundant to meet the customer&#8217;s requirement? appeared first on PdfPrep.com.
	in a 3-frame HPE Synergy environment, how should a synergy integrator place the image Streamer modules to allow redundancy to all the management connections?
in a 3-frame HPE Synergy environment, how should a synergy integrator place the image Streamer modules to allow redundancy to all the management connections?A . one Image Stream module in each Synergy frame (3 total)B . one Image Streamer module in frame 2 and a second Streamer Module in frame 3 (2 total)C . two [&#8230;]
The post in a 3-frame HPE Synergy environment, how should a synergy integrator place the image Streamer modules to allow redundancy to all the management connections? appeared first on PdfPrep.com.
	Based on the Synergy configuration shown, what will be the outcome in the event of an end-of-row (EoR) switch failure?
Refer to the exhibit. Based on the Synergy configuration shown, what will be the outcome in the event of an end-of-row (EoR) switch failure?A . Smartlink will be triggered.B . There will be no NIC failover.C . Uplink bandwidth will decrease.D . Server and downlinks will fail. View Answer Answer: B Prev QuestionNext Question
The post Based on the Synergy configuration shown, what will be the outcome in the event of an end-of-row (EoR) switch failure? appeared first on PdfPrep.com.
	A customer has the following requirements for an HPE Synergy solution:
A customer has the following requirements for an HPE Synergy solution: * Data for the internal application needs to be stored in the frame. * Compute modules needs to have access to a large database on an external storage array. * The Synergy infrastructure should be managed with HPE OneViewA . Two SAS Connection Modules [&#8230;]
The post A customer has the following requirements for an HPE Synergy solution: appeared first on PdfPrep.com.
	A customer has a single frame with seven compute modules in bays 1-7. The customer has an HPE Synergy 12Gb SAS should Module in slot 1. The customer recently made a change require high availability for its storage.
A customer has a single frame with seven compute modules in bays 1-7. The customer has an HPE Synergy 12Gb SAS should Module in slot 1. The customer recently made a change require high availability for its storage.A . Install an additional Synergy integrator do to the customer to support bays 7-12B . Move the [&#8230;]
The post A customer has a single frame with seven compute modules in bays 1-7. The customer has an HPE Synergy 12Gb SAS should Module in slot 1. The customer recently made a change require high availability for its storage. appeared first on PdfPrep.com.

