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	What is a possible cause of this error?
Refer to the exhibit. An administrator receives the error in the attached screenshot when attempting to add a cloud account. What is a possible cause of this error?A . The hostname uses a URL instead of IP address/FQDC . A cloud account exists with the same name.D . The username and password are incorrect.E . [&#8230;]
The post What is a possible cause of this error? appeared first on PdfPrep.com.
	Where does multi-tenancy have to be initially enabled before tenants can be created?
Where does multi-tenancy have to be initially enabled before tenants can be created?A . Cloud AssemblyB . vRealize Suite Lifecycle ManagerC . VMware Identity ManagerD . Service Broker View Answer Answer: B Explanation: Reference: https://blogs.vmware.com/management/2020/04/introducing-multitenancy-support-vrealize-automation-81.html Prev QuestionNext Question
The post Where does multi-tenancy have to be initially enabled before tenants can be created? appeared first on PdfPrep.com.
	On which component would the administrator configure this?
An administrator must restrict the amount of memory resources available for a specific group of users. On which component would the administrator configure this?A . ProjectsB . Cloud AccountsC . Cloud ZonesD . Flavor Mappings View Answer Answer: A Prev QuestionNext Question
The post On which component would the administrator configure this? appeared first on PdfPrep.com.
	Which two of the public clouds are supported platforms?
Although an organization has sufficient capacity within the on-premises VMware SDDC, the CTO has decided to evolve the public cloud strategy into a “Right Cloud First” strategy. To support this, the administrator has suggested the use of vRealize Automation to provide a consistent portal with a multi-cloud service catalog to enable the users to use [&#8230;]
The post Which two of the public clouds are supported platforms? appeared first on PdfPrep.com.
	Which vRealize Automation service is only available through an external appliance in vRealize Automation Cloud?
Which vRealize Automation service is only available through an external appliance in vRealize Automation Cloud?A . Code StreamB . Cloud AssemblyC . Service BrokerD . vRealize Orchestrator View Answer Answer: D Explanation: Reference: https://blogs.vmware.com/management/2019/10/vrealize-automation-new-install-and-configuration.html Prev QuestionNext Question
The post Which vRealize Automation service is only available through an external appliance in vRealize Automation Cloud? appeared first on PdfPrep.com.
	Which TCP/IP port must be open and allowed on the firewall to access the vRealize Automation user interface?
Which TCP/IP port must be open and allowed on the firewall to access the vRealize Automation user interface?A . 8008B . 443C . 2380D . 6443 View Answer Answer: B Prev QuestionNext Question
The post Which TCP/IP port must be open and allowed on the firewall to access the vRealize Automation user interface? appeared first on PdfPrep.com.
	Which vRealize Automation resource can be added to a project?
An administrator needs to create a new project for the development team. Which vRealize Automation resource can be added to a project?A . Cloud ZonesB . Cloud AccountsC . Flavor MappingsD . Image Mappings View Answer Answer: A Explanation: Reference: https://docs.vmware.com/en/vRealize-Automation/8.2/Using-and-Managing-Cloud-Assembly/GUID-55F871CF-87BF-4BE5-8429-8DFB63286E22.html Prev QuestionNext Question
The post Which vRealize Automation resource can be added to a project? appeared first on PdfPrep.com.
	"Could not find any request tasks." What is a possible cause of this error?
While viewing the provisioning diagram for a deployment in vRealize Automation, an administrator receives the following error: &#34;Could not find any request tasks.&#34; What is a possible cause of this error?A . The consumer-ui pod is down on the vRealize Automation appliance.B . The provisioning diagram is only available for 48 hours post-deployment.C . The [&#8230;]
The post &quot;Could not find any request tasks.&quot; What is a possible cause of this error? appeared first on PdfPrep.com.
	Which command would an administrator run to access the logs for a specific service?
Which command would an administrator run to access the logs for a specific service?A . vracli logs -n prelude &#60;pod-name&#62;B . kubectl logs -n prelude &#60;pod-name&#62;C . docker logs &#8211;tailD . kubectl -n prelude get pods View Answer Answer: A Explanation: Reference: https://www.stevenbright.com/2020/01/vmware-vrealize-automation-8-0-logs/ Prev QuestionNext Question
The post Which command would an administrator run to access the logs for a specific service? appeared first on PdfPrep.com.
	Which step must an administrator take when performing a vRealize Automation manual installation using Lifecycle Manager?
Which step must an administrator take when performing a vRealize Automation manual installation using Lifecycle Manager?A . Configure an additional network interfaceB . Set up a certificate in the certificate lockerC . Configure storage policiesD . Integrate Active Directory View Answer Answer: B Prev QuestionNext Question
The post Which step must an administrator take when performing a vRealize Automation manual installation using Lifecycle Manager? appeared first on PdfPrep.com.

