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	What are two possible causes for this issue?
An NSX Administrator has created a segment named WEB-LS from the NSX UI and noticed the segment is not realized on the KVM Transport node. What are two possible causes for this issue? (Choose two.)A . The KVM Transport node has hardware issues and will not realize the WEB-LS Segment.B . Since the Compute Manager [&#8230;]
The post What are two possible causes for this issue? appeared first on PdfPrep.com.
	Which failover detection protocol must be used to meet this requirement?
An NSX administrator wants to create a Tier-0 Gateway to support equal cost multi-path (ECMP) routing. Which failover detection protocol must be used to meet this requirement?A . Beacon Probing (BP)B . Host Standby Router Protocol (HSRP)C . Bidirectional Forwarding Detection (BFD)D . Virtual Router Redundancy Protocol (VRRP) View Answer Answer: C Prev QuestionNext Question
The post Which failover detection protocol must be used to meet this requirement? appeared first on PdfPrep.com.
	Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.)
Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.)A . MTU 1500B . MTU 1400C . vSphere Distributed Switch 6.5D . vSphere Distributed Switch 7.0E . MTU 1600 View Answer Answer: DE Prev QuestionNext Question
The post Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.) appeared first on PdfPrep.com.
	Which virtual network interface card (vNIC) type must be selected while creating the NSX Edge VM allow participation in overlay and VLAN transport zones?
An NSX administrator has been tasked with deploying a NSX Edge Virtual machine through an ISO image. Which virtual network interface card (vNIC) type must be selected while creating the NSX Edge VM allow participation in overlay and VLAN transport zones?A . e1000B . VMXNET2C . VMXNET3D . Flexible View Answer Answer: C Prev QuestionNext [&#8230;]
The post Which virtual network interface card (vNIC) type must be selected while creating the NSX Edge VM allow participation in overlay and VLAN transport zones? appeared first on PdfPrep.com.
	Which kernel module on KVM implements a N-VDS?
An NSX administrator has configured a KVM hypervisor as a transport node. Which kernel module on KVM implements a N-VDS?A . openvswitchB . etherswitchC . nsx-vswitchD . dyswitch View Answer Answer: A Prev QuestionNext Question
The post Which kernel module on KVM implements a N-VDS? appeared first on PdfPrep.com.
	How many IPs are required when deploying a highly available NSX Management Cluster with VIP in a production environment?
How many IPs are required when deploying a highly available NSX Management Cluster with VIP in a production environment?A . 5B . 6C . 3D . 4 View Answer Answer: D Prev QuestionNext Question
The post How many IPs are required when deploying a highly available NSX Management Cluster with VIP in a production environment? appeared first on PdfPrep.com.
	Which profile must be attached to the ESXi cluster to prepare the host for NSX-T Data Center?
Which profile must be attached to the ESXi cluster to prepare the host for NSX-T Data Center?A . Transport Node ProfileB . Uplink ProfileC . Switching ProfileD . Host Profile View Answer Answer: A Prev QuestionNext Question
The post Which profile must be attached to the ESXi cluster to prepare the host for NSX-T Data Center? appeared first on PdfPrep.com.
	What privileges does this user have in the system?
A user is assigned these two roles in NSX Manager: &#8211; LB Admin &#8211; Network Engineer What privileges does this user have in the system?A . read permissions on all networking services and full access permissions on load balancing featuresB . full access permissions on all networking services and full access permissions on load balancing [&#8230;]
The post What privileges does this user have in the system? appeared first on PdfPrep.com.
	Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.)
Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.)A . MTU 1500B . MTU 1400C . vSphere Distributed Switch 6.5D . vSphere Distributed Switch 7.0E . MTU 1600 View Answer Answer: DE Prev QuestionNext Question
The post Which two choices are prerequisites to configure NSX-T on VDS? (Choose two.) appeared first on PdfPrep.com.
	Which failover policy meets this requirement?
An NSX administrator is creating a Tier-1 Gateway configured in Active-Standby High Availability Mode. In the event of node failure, the failover policy should not allow the original failed node to become the Active node upon recovery. Which failover policy meets this requirement?A . Non-PreemptiveB . PreemptiveC . Enable PreemptiveD . Disable Preemptive View Answer [&#8230;]
The post Which failover policy meets this requirement? appeared first on PdfPrep.com.

