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	Which Perimeter NSX Edge feature would achieve this with the least configuration?
Internet access is required from virtual machines located on any logical switch. Direct access from the internet to these virtual machines is NOT permitted. Which Perimeter NSX Edge feature would achieve this with the least configuration?A . LBB . DNATC . SNATD . VPN View Answer Answer: B Next Question
The post Which Perimeter NSX Edge feature would achieve this with the least configuration? appeared first on PdfPrep.com.
	Where can firewall rules be applied on the NSX Edge Services Gateway?
Where can firewall rules be applied on the NSX Edge Services Gateway?A . Rules can be applied on the uplink interface only.B . Rules can be applied on either the uplink interface or internal interface.C . Rules can be on either the uplink, internal, or management interfaces.D . Rules can be applied on the management [&#8230;]
The post Where can firewall rules be applied on the NSX Edge Services Gateway? appeared first on PdfPrep.com.
	Which is required to support unicast mode in NSX?
Which is required to support unicast mode in NSX?A . Hardware VTEPB . Distributed Logical RouterC . NSX ControllerD . NSX Edge View Answer Answer: C Explanation: Reference: http://www.virtually-limitless.com/vcix-nv-study-guide/create-transport-zones-in-nsx/ Prev QuestionNext Question
The post Which is required to support unicast mode in NSX? appeared first on PdfPrep.com.
	When specifying a source for a security rule, what is the purpose of the Negate Source check box?
When specifying a source for a security rule, what is the purpose of the Negate Source check box? A . If Negate Source is selected, the rule is sent to only the objects identified under object type.B . If Negate Source is selected, the rule is applied to traffic coming from all sources except for [&#8230;]
The post When specifying a source for a security rule, what is the purpose of the Negate Source check box? appeared first on PdfPrep.com.
	What configuration change do you need to make to allow this connection?
You have deployed an Edge Services Gateway with the following interface configuration: Your customer has requested that you provide the ability to use Remote Desktop Protocol to log into a virtual machine that has a tenant IP address of 192.168.7.21 using the provider IP address 192.168.100.4. You have performed the following configuration however, you cannot [&#8230;]
The post What configuration change do you need to make to allow this connection? appeared first on PdfPrep.com.
	What are two requirements of the network infrastructure to the access layer? (Choose two)
What are two requirements of the network infrastructure to the access layer? (Choose two)A . IPv4 connectivity among ESXi hosts provided by a spine-leaf network design.B . IPv4 connectivity among ESXi hosts.C . Increased MTU if the virtual machines are using the default MTU size of 1500.D . A Redundant, Layer 3, Top-of-Rack network design [&#8230;]
The post What are two requirements of the network infrastructure to the access layer? (Choose two) appeared first on PdfPrep.com.
	How is high availability of the NSX Edge Gateway accomplished?
How is high availability of the NSX Edge Gateway accomplished?A . HA Application Monitoring on the Edge Gateway sends a heartbeat to the ESXi host.B . VMware Tools on the Edge Gateway sends a heartbeat to the ESXi host.C . The Edge appliance sends a heartbeat through an uplink interface.D . The Edge appliance sends [&#8230;]
The post How is high availability of the NSX Edge Gateway accomplished? appeared first on PdfPrep.com.
	Which two options are correct regarding vSphere Distributed Switches? (Choose two.)
Which two options are correct regarding vSphere Distributed Switches? (Choose two.)A . A single vDS can span multiple vCenter Servers.B . A single host can be attached to multiple vDD . A single vDS can span multiple hosts across multiple clusters.E . A vDS is automatically created when a new 802.1Q trunk is configured. View [&#8230;]
The post Which two options are correct regarding vSphere Distributed Switches? (Choose two.) appeared first on PdfPrep.com.
	When defining membership for a security group, which three identifiers can be used for dynamic inclusion? (Choose three.)
When defining membership for a security group, which three identifiers can be used for dynamic inclusion? (Choose three.)A . VM folderB . Computer OS NameC . ESXi hostD . VM NameE . Security Tag View Answer Answer: BDE Prev QuestionNext Question
The post When defining membership for a security group, which three identifiers can be used for dynamic inclusion? (Choose three.) appeared first on PdfPrep.com.
	Which three steps should the vSphere administrator do to add the SNAT rule?
An NSX Edge Service Gateway has two interfaces: * Internal interface named Internal Access &#8212; IP address = 10.10.10.1 &#8212; Network mask = 255.255.255.0 * Uplink interface named Physical Uplink &#8212; IP address = 20.20.20.1 &#8212; Network mask = 255.255.255.0 A vSphere administrator wants to add a SNAT rule to allow traffic from the internal [&#8230;]
The post Which three steps should the vSphere administrator do to add the SNAT rule? appeared first on PdfPrep.com.

